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ATTESTATION CERTIFICATE
OF ELECTROMAGNETIC

COMPATIBILITY AND LOW VOLTAGE DIRECTIVES
Technical file of the company mentioned below has been observed and audit has been

completed successfully.
                        2014/30/EU Electromagnetic Compatibility Directive and

2014/35/EU Low Voltage Directives have been taken as references for these processes
Company Name       : BLUESUN Solar Co., Ltd.

Company Address                   : Building No.7,1499 Zhenxing Road, Shushan Dist, 230031 Hefei,
                                                           Anhui, People's Republic Of China

Related Directives and Annex     : 2014/35/EU Low Voltage Directive
                                                          2014/30/EU  Electromagnetic Compatibility Directive

Related Standards       : EN 61215-1:2016; EN 61000-3-2:2019; EN 61000-3-3:2013+A1:2019
                                                          EN 61000-6-1:2019; EN 61000-6-3:2007+A1:2011

Product Name                               : Solar Panel

Report No and Date                     : XMT0202140017LY/LVD,XMT0202140018LY/EMC

Product Brand/Model/Type        : See Annex Page
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ANNEX of Certificate No: M.2021.206.C64642

UDEM International Certification

Auditing Training Centre Industry

and Trade Inc. Co.

Product Brand/Model/Type       :  BSM30P-36, BSM50P-36, BSM80P-36, BSM100P-36, BSM150P-36, BSM160P-36,
                                                                        BSM170P-36, BSM180P-36, BSM190P-36, BSM200P-36, BSM30M-36, BSM50M-36,
                                                                        BSM80M-36, BSM100M-36, BSM150M-36, BSM160M-36, BSM170M-36, BSM180M-36,
                                                                        BSM190M-36, BSM200M-36, BSM30PM5-S, BSM40PM5-S, BSM50PM5-S, BSM60PM5-S,
                                                                        BSM70PM5-S, BSM80PM5-S, BSM90PM5-S, BSM100PM5-S, BSM110PM5-S,
                                                                        BSM120PM5-S, BSM150PM5-S, BSM160PM5-S, BSM170PM5-S, BSM180PM5-S,
                                                                        BSM190PM5-S, BSM200PM5-S, BSM210PM5-S, BSM310PM5-S, BSM320PM5-S,
                                                                        BSM-SFLEX-20W, BSM-SFLEX-30W, BSM-SFLEX-50W, BSM-SFLEX-60W,
                                                                        BSM-SFLEX-80W, BSM-SFLEX-90W, BSM-SFLEX-100W, BSM-SFLEX-110W,
                                                                        BSM-SFLEX-120W, BSM-SFLEX-150W, BSM-SFLEX-160W, BSM-SFLEX-180W,
                                                                        BSM-SFLEX-190W, BSM-SFLEX-200W, BSM-SFLEX-240W, BSM-SFLEX-250W,
                                                                        BSM280P-60, BSM285P-60, BSM290P-60, BSM295P-60, BSM300P-60, BSM305P-60,
                                                                        BSM310P-60, BSM340P-72, BSM345P-72, BSM350P-72, BSM355P-72, BSM350P-72HC,
                                                                        BSM355P-72HC, BSM380M-72, BSM385M-72, BSM390M-72, BSM395M-72,
                                                                        BSM400M-72, BSM320M-60OPH, BSM325M-60OPH, BSM330M-60OPH,
                                                                        BSM335M-60OPH, BSM340M-60OPH, BSM345M-60OPH, BSM350M-60OPH,
                                                                        BSM355M-60OPH, BSM360M-60OPH, BSM400M-72OPH, BSM405M-72OPH,
                                                                        BSM410M-72OPH, BSM415M-72OPH, BSM420M-72OPH, BSM360M-60HPH,
                                                                        BSM365M-60HPH, BSM370M-60HPH, BSM375M-60HPH, BSM380M-60HPH,
                                                                        BSM360M-60HBD, BSM365M-60HBD, BSM370M-60HBD, BSM375M-60HBD,
                                                                        BSM380M-60HBD, BSM385M-60HBD, BSM440M-72HPH, BSM445M-72HPH,
                                                                        BSM450M-72HPH, BSM455M-72HPH, BSM460M-72HPH, BSM440M-72HBD,
                                                                        BSM445M-72HBD, BSM450M-72HBD, BSM455M-72HBD, BSM460M-72HBD,
                                                                        BSM465M-72HBD, BSM430M10-60HPH, BSM435M10-60HPH, BSM440M10-60HPH,
                                                                        BSM445M10-60HPH, BSM450M10-60HPH, BSM455M10-60HPH, BSM460M10-60HPH,
                                                                        BSM465M10-60HPH, BSM430M10-60HBD, BSM435M10-60HBD, BSM440M10-60HBD,
                                                                        BSM445M10-60HBD, BSM450M10-60HBD, BSM455M10-60HBD, BSM460M10-60HBD,
                                                                        BSM465M10-60HBD, BSM480M10-66HPH, BSM485M10-66HPH, BSM490M10-66HPH,
                                                                        BSM495M10-66HPH, BSM500M10-66HPH, BSM505M10-66HPH, BSM510M10-66HPH,
                                                                        BSM525M10-72HPH, BSM530M10-72HPH, BSM535M10-72HPH, BSM540M10-72HPH,
                                                                        BSM545M10-72HPH, BSM550M10-72HPH, BSM555M10-72HPH, BSM560M10-72HPH,
                                                                        BSM525M10-72HBD, BSM530M10-72HBD, BSM535M10-72HBD, BSM540M10-72HBD,
                                                                        BSM545M10-72HBD, BSM550M10-72HBD, BSM555M10-72HBD, BSM560M10-72HBD,
                                                                        BSM630G12-66HPH, BSM635G12-66HPH, BSM640G12-66HPH, BSM645G12-66HPH,
                                                                        BSM650G12-66HPH, BSM655G12-66HPH, BSM660G12-66HPH, BSM665G12-66HPH,
                                                                        BSM670G12-66HPH, BSM630G12-66HBD, BSM635G12-66HBD, BSM640G12-66HBD,
                                                                        BSM645G12-66HBD, BSM650G12-66HBD, BSM655G12-66HBD, BSM660G12-66HBD,
                                                                        BSM665G12-66HBD, BSM670G12-66HBD
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